COBRA

TECHNOLOGIES

The only one ton van with a walk-
through door from the control

= room fo the equipment area!

ControL Room

~ Woalkthrough from control room to equipment area for safety and ease of use
~= 12-24” full length raised camper roof standard

~ Ample storage space provided in raised roof area

— Fixed swivel seat with adjustable height for operator

~ Ergonomic control positioning for ease of use

~ Space available for additional electronics when required

~ Rotating electronics rack for easy access to connections

~ Spray-on finish on walls and floors for safety and easy cleaning

EquiPmeNT AREA

~ 25 gallon wash down tank with 12V pump

~ Under reel 2 drawer tool box (optional)

~ All electrical installation to NEC Code

~= Documented and published wiring diagrams

~ Air compressor with retractable air hose optional

~ Spray-on finish on walls and floors for safety and easy cleaning

120 VAC/60Hz Sine Wave INVERTER Power

~ Inverter delivers a constant 3000 watts at 120VAC, 60Hz with the capability of
6500 watt surge making the inverter ideal for video
inspection applications

~ 80 amp battery charger built into inverter for
overnight charging if required

~ Inverter provides ample power to operate
24 hours per day when supported by
vehicle charging system

~ 8D Gel Cell recharged by vehicle
alternator

~ |solator prevents possibility of video
equipment discharging the vehicle battery

All Specifications subject to change.

So Advanced ... It's Simple
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